








HOW TO ORDER

2800ST Series Cam Action
Door Closer
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Product Series

FINISHES
Product will be sprayed with 
a combination of waterborne 
acrylic and polyester powder 
coat. 

*600 is a special rust-inhibiting prime coat. Closers can be ordered prime coat only 
(specify closer x 600). An additional charge applies if finish coat is required over prime 
coat (ex: 2800ST x 600 x 689).

2800ST

H - Hold Open

FINISHxSUFFIXx

Description Specify Designation 
(BHMA)

Complements the
following finishes

Old 
Designation

Aluminum 689 628, 625, 629, 630, 651, 652 AL

Statuary Bronze 690 640, 613 STAT

Dull Bronze 691 612, 637, 639 DB

Black 693 315 315

Medium Amber 694 312 312

Gold 696 605, 606, 632, 633 GB

Prime Coat 600* SRI

No Prefix - Pull side installation

PS - Push side installation

Prefix

Note:  Sleeve Nuts are optional. 



PARTS LIST

2800ST Series Cam Action 
Door Closer
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Track Assemblies
Arm Assembly

Description Pull Side Push Side

Non-Hold Open 7701ST-1T 7701ST-5T
2800ST-1A

Hold Open 7701ST-3T 7701ST-8T

Screw Packs

SP2800B Closer Mounting Package

SP2800T Track Mounting Package

SP2800S Spline Kit Package

Closer Body Only

2800LAP
(includes closer body screws only)

Spring Plate1

Buffer Spring1

(2 Required)
Roll Pin1 

(2 Required)

End Cap1

7700STEC
(2 Required)

Stationary Block 
Assembly1 

Cushion
Block1

Roller 
Assembly*1

Slide 
Assembly
7700SLD

Slide Track  Assembly
(See Chart)

* Hold Open Tracks Only
1   Part of Slide Track Assembly

Arm Stud 
Clip

7700ASC

Cover Package

2800P

Note:  Sleeve Nuts are optional. 

Door Thickness Sleeve Nuts
1-3/4" SN-134
2-1/4" SN-214



Accessories

2800ST Series Cam Action
Door Closer
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General Specifications
Door Controls____ (interior) (exterior) swinging door(s) shall be cam and roller design contained within a precision cast 
aluminum housing. Door closing force shall be adjustable to ensure adequate closing control. Door closing speed shall 
be controlled by independent hydraulic adjustment valves in the sweep and latch range of the closing cycle. Door closer 
shall have an adjustable hydraulic backcheck valve to cushion the door speed if door is opened violently. Maximum 
door open shall be templated to (85°), (90°), (100°), (110°), conditions permitting. Door closer shall have hold open 
capability with an on/off selector and tension adjustment. Non-hold open units shall be U.L. Listed for self-closing door. 
Unit shall be in compliance with the requirements of the Americans With Disabilities Act (ADA). ANSI standards A117.1. 
Units shall meet C-UL US.

ARCHITECTURAL
SPECIFICATIONS

Narrow Top Rail - #2888 Drop Plate: For use where the 
narrow top rail of the door prevents the closer from being 
mounted directly to the door surface. This drop plate must 
be used for closer mounted on a top rail between 1-7/8" 
and 3-3/8" (48mm and 86mm) in height. 

Retrofit Plate – RP28-4040 allows the 2800ST cam closer 
to replace the 4040 regular arm or parallel arm closers 
without modifying the existing hole patterns in the door.
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For a complete listing of products and
applications please visit our web site.
www.nortondoorcontrols.com

www.assaabloy.ca

Or contact us at:

Norton® is a registered trademark of Yale Security Inc., an ASSA 
ABLOY Group company. These materials are protected under 
U.S. copyright laws. All contents current at time of publication. 
Copyright © 2007, 2011, Yale Security Inc., an ASSA ABLOY Group 
company.  All rights reserved. Reproduction in whole or in part 
without the express written permission of Yale Security Inc. is 
prohibited.

Norton Door Controls
3000 Highway 74 East

 Monroe, NC 28112
Tel: 1-877-974-2255
Fax: 1-800-338-0965

ASSA ABLOY Door Security Solutions Canada
160 Four Valley Drive

Vaughan, Ontario L4K 4T9 Canada
Tel: 1-800-461-3007
Fax: 1-905-738-2478


